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44 MedicaL Drlve
SaLt Lake CLty, Utah

SubJect: NotLce of

Dear Mr. Thatcher:

of llealt

841L3

Construetion/State of Utah Alr Emissions permLt

Wyonlng MLneral Corporat{on would like to make fomal- applLcatloo for
an air.emLsslons permit by flllng a notice of construction for a uranlum
recovery pl-arit at CoPperton, Utah. Al.r emisslons are expected to arise
from a boLler, the preclpltation clrcuLt, and the dryer.

rn order to answer any questions you may have on plant air emlsslons,
please find enclosed a generalized description of the plant (attaehnent A),
aLr ernissLons data (attachment B), acd air monitorfng trogr"r" (attachment C)
Should you have any further questions or need any aaaflfonal informatlon,
please do not hesltate to caLl.

Sincerely yours,

u +). qrl
W.Il. Ford, Engineer
Licensing and Safety

IIIIF/tlu
Attaehments, (3)

cc: Ron 1I. Daniels, ^/Coordinator-Mineral- Land Dept. v

Tony Bul-loek,
IndustriaL Comrlssion of Utah

Dennis R. Dally,
Utah State Div. of llealth



ATTACHMENT A

GENEMLIZED DESCRIPTION OF THE URANIUM/COPPER PROJECT coPPERToN STTE

Wyoming Mineral Corporation in cooperation with Kennecott Copper Corpor-

ation plans to construct a uranium extraction plant on a 1.3 acre site near

Copperton' Utah on Kennecott Copper Corporation property. (Figures 1, 2 and 3)

This plant will recover an esEimated 143,000 pounds of uranium (U308) per year

from a portion of the waters now used by Kennecott Copper Corporation in its urine

dump leach operation. There will be no conventional mining activit.ies such as

earEh moving or waste dumps assocj-ated with Wyorning Mineral Corporation activities

at Copperton.

PROCESS

The waste dumps utilized by the Kennecott operations contain 1ow concen-

trations of copper, uranium and other metals which are leached by the natural

actions of water, oxygen and bacteria.

Kennecottrs plant now processes approximately 45,500 gallons per minute

of dump drainage water to recover the dissolved copper. Wyoming Mineral will

divert approximately 6r666-,gallons per rninute of this \^rater as it leaves the

Kennecott plant, recover the uranium present and return the residual water to

the Kennecott process. (See Figure 4,,process Flow Sheet,,)

The uranium extraction plant will employ a continuous process in which the

uranium is removed from solution by absorption with an ion-exchange resin. Sub-

sequently, the uranium will be removed from the resin by a sulfuric acid solution.

The resin will then be recycled to absorb more uranium. The sulfuric acid

solution will be mixed with an organic solvent to extract Ehe uranium from Ehe

acid and to concentrate the uranium in the organic solvent. The organic solvent
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FIGURE I: AREA WITHIN 2.5 MILE RADIUS OF SITE.


